
Javo Plus M2.0

A welcome addition to the Plus Series
The machines in the Plus series are characterized by the round pot 
track, suitable for round and (optional) square pots.
Like the other members of the Plus family, the Plus M 2.0 uses a 
fast, easy central adjustment for quick changes between pot sizes, 
saving time and money.
With a gear drive pot track and belt-driven elevator, the Plus series 
is quiet and extremely low-maintenance. Machines in this series: 
Plus, Plus M2.0, Plus X. 

Characteristics
 The Javo Plus M2.0 has 16 pot positions and is suitable for 10-32cm 
pots.
Changing the pot size can be done within a couple of minutes, 
without using any tools. The smooth action pot track disc has a 
central adjustment for pot height and diameter, without adjusting the 
pot supports.
The soil elevating system, without chains, can be electronically 
adjusted including a mechanical stop, which means a minimal 
structure change of the substrate.
In combination with a bare-root-system (optional), the soil supply in 
the pot can be arranged in different ways.



Avantages
• Pot track adjustable in speed
• Frequency controlled elevator 

and pot track
• Simple to use
• Central adjustment for pot 

height and diameter
• Very precise adjustment of the 

soil supply 
• Minimal structure change of 

the substrate
• The unique soil-return-system 

prevent any jam and waste of 
the substrate

• Central adjustment makes 
the machine very suitable for 
processing more than 1 pot 
size

• Very mobile, because of its 4 
wheels (2 swivel wheels with 
brake)

• Easy to integrate with other 
systems

Available options
• Suitable for square pots
• Pots double behind or next to 

each other
• Continuous pot track running 

system
• Soil bin extension for 1.600 litre 

extra capacity
• Bare-Root-System, for extra 

soil supply on the pot track
• Various pot dispensers
• Brush unit
• (Double) drill installation
• Compaction rollers 
• Various possibilities for pot 

take-off
• Pneumatic heavy duty swivel 

wheels with tow bar
• Javo Dispenser
• Every RAL-colour available
• Multiple electrical possibilities

If you would like some more information, please contact Javo BV in The Netherlands.
Westeinde 4, 2211 XP, Postbus 21 2210 AA, Noordwijkerhout, Holland 
T: +31 (0) 252 343 121 F: +31 (0) 252 377 423 E: info@javo.eu

www.javo.eu

Contact

Javo Plus M2.0

Technical details
Suitable for: round pots, optional for square pots

Sizes: 10 - 32 cm

Capacity: 1.240 - 3.100 pots per hour

Length: 4.660mm

Width: 2.100mm

Height: 1.925mm

Soil bin capacity: 1.100 litre

Weight: about 1.600 kg

Voltage: 400V 50Hz / 220V 60Hz

Power: 5,5 kW

Power connection: 16A, 5 polige CEE stekker


